ﬁki 1pc-Design Stainless Steel Ball Valve
ISR Female Threads

DN8 - DN50
« Tpc design + Anti-Blow-Out stem Standard
+ Manual operated On request: 1SO9001 PED
* Reduced bore « Locking device onr

equest

* Pressure range PN 63 + Different Threads
- Female threads acc. DIN 2999 / DIN EN 10226-1 FDA

« Further options
« Temperature range -10°C / +200°C
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GID é 0 Parts list Qty. Material
1 Body 1 CF8M

(10— n ] — 2 Cap 1 1.4401
@/ I, = 3 |Ball 1 1.4401

— 4 Ball seat 2 |PTFE

%‘;7 ffm 5 Body seal 1 PTFE

6 Thrust washer 1 PTFE

@/ 8 S \J 7 'Stem packing 1Set PTFE
I 8 Stem 1 1.4401
O—T N = 9 Gland nut 1 14301
2 Y 22 10 Washer 1 14301
@/ 3 11 Nut 114301
L 12 Hand lever 1 1.4301
13 Sleeve 1 Plastic

14 |Locking device 1 14301
— = 1 1 optional
AN N
|\ J
i 1

Zoll DN | L | @B ™ E | [kgl

1/4" 8 39 5 25 75 0,1

3/8" 10 44 7 33 82 0,1

1/2" 15 56 9 42 96 0,2

3/4" 20 57 125 45 96 0,3

1" 25 70 15 48 109 | 05

1-1/4" 32 77 20 54 109 | 07

1-1/2" | 40 82 25 60 139 | 09

2" 50 99 32 70 139 14

Dimensions in mm
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